




We offer intelligent solutions to move air effi ciently - 
no matter whether it is hot or cold.

AIR IS OUR ELEMENT

Established 1981

Employees  350 in Germany
approx. 1,400 worldwide

Production sites  Künzelsau (GER), Glaubitz (GER), 
Waldmünchen (GER), Hungary,
Czech Republic, Italy, France,   
Slovakia, Turkey, Mexico, China

Development centres  Germany, France,
(certifi ed laboratory) Hungary and China
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SPECIFICATIONS

Mini VRF - DRV Mini
Full DC Inverter

Model Outdoor

Capacity
Cooling kW

kW

Electric Data

Power Supply V~,Hz,Ph
Cooling Power Input kW

kW
Cooling Current A

A
SEER/SCOP

EER/COP

Performance
Air Flow Volume m3/h
Noise Level dB(A)

Piping Limite

Level Difference Between IDU & ODU

Between the First Branch and farther IDU

Level Difference Between IDU & IDU

Max. No. of Indoor Units unit
%

Dimension(WxDxH)
Net mm
Packing mm

Weight
Net kg
Gross kg

Refrigerant Type

Pipe Diameter
Liquid Side mm(inch)
Gas Side mm(inch)

Cooling C

C

Remote Control Central Control

Wired Control

Low Ambient Cooling

FEATURES

Wide Opera ge
The unit could operate perfectly between 52。C in hot 
summer and -15。C in cold winter making you feel like 
spring all year around, advanced system design and strict 
system matching and test.  (cooling in -10℃ )

-15℃ 52℃

Fire-proof Electric Box

Full Process By DC Drive 

Full Process 
By DC Drive

WIFI Control

24-hour Timer

Silent

DC Inverter Compressor
Made of rare earth permanent magnetic material, the rotor
could change the motor’s round speed by changing the DC
voltage motor, thus overcome the electromagnetic noise and
rotor loss of AC inverter compressor, then achieves high
efficiency as well as low noise.

Long Piping Technology
The maximum single piping length of 3HP unit is up to 25m,
and the height can reach 15 meters; the 5HP and 6HP units
single piping length can be 50 meters, and the height can be up to 30m.

Auto Restart Function
The AC can automatically memorize the operation setting 
when power is cut off accidently. It can return to previous 
setting when power resumes. 
Recover the former operation state when power is restored ,  
no need restart the unit manually

power failure

power cut

power recovered

Restart state when power recovered

operation state auto restart
to A state

DRV-H080SX

8.00 
9.00 

220~240,50,1
2.30 
2.40 

10.10 
10.50 

6.20/4.20 

3.48/3.75 
4154
≤56

50
10
40
100
4

50~130
970×395×805

1105×495×890
66
71

R410a
9.52(3/8)

15.88(5/8)
-15~52
-15~27

Total Piping Length

m

m
m
m

DRV-H080SX

DRV Mini Series 8kw



SPECIFICATIONS
Model Outdoor

Capacity
Cooling kW

kW

Electric Data

Power Supply V~,Hz,Ph
Cooling Power Input kW

kW
Cooling Current A

A
SEER/SCOP
EER/COP

Performance
Air Flow Volume m3/h
Noise Level dB(A)

Max. No. of Indoor Units unit
%

Dimension(WxDxH)
Net mm
Packing mm

Weight
Net kg
Gross kg

Refrigerant Type

Pipe Diameter
Liquid Side mm(inch)
Gas Side mm(inch)

Cooling C

C

Remote Control Central Control

Wired Control

Low Ambient Cooling

FEATURES

Wide Opera ge
The unit could operate perfectly between 52。C in hot 
summer and -15。C in cold winter making you feel like 
spring all year around, advanced system design and strict 
system matching and test.  (cooling in -10℃ )

-15℃ 52℃

Fire-proof Electric Box

Full Process By DC Drive 

Full Process 
By DC Drive

WIFI Control

24-hour Timer

Silent

DC Inverter Compressor

Long Piping Technology
The maximum single piping length of 3HP unit is up to 25m,
and the height can reach 15 meters; the 5HP and 6HP units
single piping length can be 50 meters, and the height can be up to 30m.

Auto Restart Func� on
The AC can automa� cally memorize the opera� on se�� g 
when power is cut off accidently. It can return to previous 
setting when ower resumes. 
Recover the former operatio  state when power is restored ,  
no need restart the unit manually

power failure

power cut

power recovered

Restart state when power recovered

operation state auto restart
to A state

10.00 
11.50 

220~240,50,1
3.00 
3.20 

13.20 
14.00 

6.10/4.10 
3.33/3.59 

4154
≤56

50

10
40
100
5

50~130
970×395×805

1105×495×890
66
71

R410a
9.52(3/8)

15.88(5/8)
-15~52
-15~27

Piping Limite

Level Difference Between IDU & ODU 

Level Difference Between IDU & IDU 

Between the First Branch and farther IDU 

Total Piping Length

m

m

m
m

Mini VRF - DRV Mini
Full DC Inverter

DRV-H100SX

Made of rare earth permanent magnetic material, the rotor
could change the motor’s round speed by changing the DC
voltage motor, thus overcome the electromagnetic noise and
rotor loss of AC inverter compressor, then achieves high
efficiency as well as low noise.

DRV Mini Series 1  0   kw
DRV-H100SX



SPECIFICATIONS
Model Outdoor

Capacity
Cooling kW

kW

Electric Data

Power Supply V~,Hz,Ph
Cooling Power Input kW

kW
Cooling Current A

A
SEER/SCOP
EER/COP

Performance
Air Flow Volume m3/h
Noise Level dB(A)

Max. No. of Indoor Units unit
%

Dimension(WxDxH)
Net mm
Packing mm

Weight
Net kg
Gross kg

Refrigerant Type

Pipe Diameter
Liquid Side mm(inch)
Gas Side mm(inch)

Cooling C

C

Remote Control Central Control

Wired Control

Low Ambient Cooling

FEATURES

Wide Opera ge
The unit could operate perfectly between 52。C in hot 
summer and -15。C in cold winter making you feel like 
spring all year around, advanced system design and strict 
system matching and test.  (cooling in -10℃ )

-15℃ 52℃

Fire-proof Electric Box

Full Process By DC Drive 

Full Process 
By DC Drive

WIFI Control

24-hour Timer

Silent

DC Inverter Compressor

Long Piping Technology
The maximum single piping length of 3HP unit is up to 25m,
and the height can reach 15 meters; the 5HP and 6HP units
single piping length can be 50 meters, and the height can be up to 30m.

Auto Restart Func� on
The AC can automa� cally memorize the opera� on se�� g 
when power is cut off accidently. It can return to previous 
setting when ower resumes. 
Recover the former operatio  state when power is restored ,  
no need restart the unit manually

power failure

power cut

power recovered

Restart state when power recovered

operation state auto restart
to A state

12.30 
13.20 

220~240,50,1
3.25 
3.41 

14.30 
15.00 
6.10/4.10 

3.78/3.87 
7200
≤57
50
15
40

150
7

50~130
940×370×1325

1080×430×1440
86
91

R410a
9.52(3/8)

15.88(5/8)
-15~52
-15~27

Level Difference Between IDU & ODU

Level Difference Between IDU & IDU

Between the First Branch and farther IDU

Total Piping Length

Piping Limite

m
m
m

m

Mini VRF - DRV Mini
Full DC Inverter

DRV-H120SX

Made of rare earth permanent magnetic material, the rotor
could change the motor’s round speed by changing the DC
voltage motor, thus overcome the electromagnetic noise and
rotor loss of AC inverter compressor, then achieves high
efficiency as well as low noise.

DRV Mini Series 1  2 kw
DRV-H120SX



SPECIFICATIONS
Model Outdoor

Capacity
Cooling kW

kW

Electric Data

Power Supply V~,Hz,Ph
Cooling Power Input kW

kW
Cooling Current A

A
SEER/SCOP
EER/COP

Performance
Air Flow Volume m3/h
Noise Level dB(A)

Max. No. of Indoor Units unit
%

Dimension(WxDxH)
Net mm
Packing mm

Weight
Net kg
Gross kg

Refrigerant Type

Pipe Diameter
Liquid Side mm(inch)
Gas Side mm(inch)

Cooling C

C

Remote Control Central Control

Wired Control

Low Ambient Cooling

FEATURES

Wide Opera ge
The unit could operate perfectly between 52。C in hot 
summer and -15。C in cold winter making you feel like 
spring all year around, advanced system design and strict 
system matching and test.  (cooling in -10℃ )

-15℃ 52℃

Fire-proof Electric Box

Full Process By DC Drive 

Full Process 
By DC Drive

WIFI Control

24-hour Timer

Silent

DC Inverter Compressor

Long Piping Technology
The maximum single piping length of 3HP unit is up to 25m,
and the height can reach 15 meters; the 5HP and 6HP units
single piping length can be 50 meters, and the height can be up to 30m.

Auto Restart Func� on
The AC can automa� cally memorize the opera� on se�� g 
when power is cut off accidently. It can return to previous 
setting when ower resumes. 
Recover the former operatio  state when power is restored ,  
no need restart the unit manually

power failure

power cut

power recovered

Restart state when power recovered

operation state auto restart
to A state

14.00 
16.50 

220~240,50,1
3.95 
4.05 
17.30 
17.80 
6.10/4.00 

3.54/4.07 
7200
≤57
50

15
40

150
8

50~130
940×370×1325

1080×430×1440
86
91

R410a
9.52(3/8)

15.88(5/8)
-15~52
-15~27

Piping Limite

Level Difference Between IDU & ODU

Level Difference Between IDU & IDU

Between the First Branch and farther IDU

Total Piping Length

m
m
m
m

Mini VRF - DRV Mini
Full DC Inverter

DRV-H140SX

Made of rare earth permanent magnetic material, the rotor
could change the motor’s round speed by changing the DC
voltage motor, thus overcome the electromagnetic noise and
rotor loss of AC inverter compressor, then achieves high
efficiency as well as low noise.

DRV Mini Series 1  4 kw
DRV-H140SX



SPECIFICATIONS
Model Outdoor

Capacity
Cooling kW

kW

Electric Data

Power Supply V~,Hz,Ph
Cooling Power Input kW

kW
Cooling Current A

A
SEER/SCOP
EER/COP

Performance
Air Flow Volume m3/h
Noise Level dB(A)

Max. No. of Indoor Units unit
%

Dimension(WxDxH)
Net mm
Packing mm

Weight
Net kg
Gross kg

Refrigerant Type

Pipe Diameter
Liquid Side mm(inch)
Gas Side mm(inch)

Cooling C

C

Remote Control Central Control

Wired Control

Low Ambient Cooling

FEATURES

Wide Opera ge
The unit could operate perfectly between 52。C in hot 
summer and -15。C in cold winter making you feel like 
spring all year around, advanced system design and strict 
system matching and test.  (cooling in -10℃ )

-15℃ 52℃

Fire-proof Electric Box

Full Process By DC Drive 

Full Process 
By DC Drive

WIFI Control

24-hour Timer

Silent

DC Inverter Compressor

Long Piping Technology
The maximum single piping length of 3HP unit is up to 25m,
and the height can reach 15 meters; the 5HP and 6HP units
single piping length can be 50 meters, and the height can be up to 30m.

Auto Restart Func� on
The AC can automa� cally memorize the opera� on se�� g 
when power is cut off accidently. It can return to previous 
setting when ower resumes. 
Recover the former operatio  state when power is restored ,  
no need restart the unit manually

power failure

power cut

power recovered

Restart state when power recovered

operation state auto restart
to A state

16.00 
18.00 

220~240,50,1
4.80 
4.80 

21.10 
21.10 
6.10/4.00 

3.33/3.75 

7200
≤57
50
15

40
150
9

50~130
940×370×1325

1080×430×1440
93
98

R410a
9.52(3/8)

19.05(3/4)
-15~52
-15~27

Level Difference Between IDU & ODU

Level Difference Between IDU & IDU

Between the First Branch and farther IDU

Total Piping Length

Piping Limite

m
m
m
m

Mini VRF - DRV Mini
Full DC Inverter

DRV-H160SX

Made of rare earth permanent magnetic material, the rotor
could change the motor’s round speed by changing the DC
voltage motor, thus overcome the electromagnetic noise and
rotor loss of AC inverter compressor, then achieves high
efficiency as well as low noise.

DRV Mini Series 1  6  kw
DRV-H160SX



Mini VRF - DRV Mini
Full DC Inverter

SPECIFICATIONS
Model Outdoor

Capacity
Cooling kW

kW

Electric Data

Power Supply V~,Hz,Ph
Cooling Power Input kW

kW
Cooling Current A

A
EER
COP

Performance
Air Flow Volume m3/h
Noise Level dB(A)

Max. No. of Indoor Units unit
%

Dimension(WxDxH)
Net mm
Packing mm

Weight
Net kg
Gross kg

Refrigerant Type

Pipe Diameter
Liquid Side mm(inch)
Gas Side mm(inch)

Cooling C

C

Remote Control Central Control

Wired Control

Low Ambient Cooling

FEATURES

Wide Opera ge
The unit could operate perfectly between 52。C in hot 
summer and -15。C in cold winter making you feel like 
spring all year around, advanced system design and strict 
system matching and test.  (cooling in -10℃ )

-15℃ 52℃

Fire-proof Electric Box

Full Process By DC Drive 

Full Process 
By DC Drive

WIFI Control

24-hour Timer

Silent

DC Inverter Compressor
Made of rare earth permanent magnetic material, the rotor
could change the motor’s round speed by changing the DC
voltage motor, thus overcome the electromagnetic noise and
rotor loss of AC inverter compressor, then achieves high
efficiency as well as low noise.

Long Piping Technology
The maximum single piping length of 3HP unit is up to 25m,
and the height can reach 15 meters; the 5HP and 6HP units
single piping length can be 50 meters, and the height can be up to 30m.

Auto Restart Function
The AC can automatically memorize the operation setting 
when power is cut off accidently. It can return to previous 
setting when power resumes. 
Recover the former operation state when power is restored ,  
no need restart the unit manually

power failure

power cut

power recovered

Restart state when power recovered

operation state auto restart
to A state

22.40 
24.50 

380~415,50,3
7.20 
6.70 

11.60 
11.00 
3.11 
3.66 
9000

60
≤30

45
50

100
11

50~130
1120×400×1510
1270×560×1710

150
170

R410a
9.52(3/8)

22.22(7/8)
-10~52
-15~24

Piping Limite

Vertical Pipe Length      

Actual Pipe Length      

Equivalent Pipe Length                      

Total Pipe Length

m

m
m
m

DRV-H220SX

DRV Mini Series 22kw
DRV-H220SX



SPECIFICATIONS
Model Outdoor

Capacity
Cooling kW

kW

Electric Data

Power Supply V~,Hz,Ph
Cooling Power Input kW

kW
Cooling Current A

A
EER
COP

Performance
Air Flow Volume m3/h
Noise Level dB(A)

Max. No. of Indoor Units unit
%

Dimension(WxDxH)
Net mm
Packing mm

Weight
Net kg
Gross kg

Refrigerant Type

Pipe Diameter
Liquid Side mm(inch)
Gas Side mm(inch)

Cooling C

C

Remote Control Central Control

Wired Control

Low Ambient Cooling

FEATURES

Wide Opera ge
The unit could operate perfectly between 52。C in hot 
summer and -15。C in cold winter making you feel like 
spring all year around, advanced system design and strict 
system matching and test.  (cooling in -10℃ )

-15℃ 52℃

Fire-proof Electric Box

Full Process By DC Drive 

Full Process 
By DC Drive

WIFI Control

24-hour Timer

Silent

DC Inverter Compressor
Made of rare earth permanent magnetic material, the rotor
could change the motor’s round speed by changing the DC
voltage motor, thus overcome the electromagnetic noise and
rotor loss of AC inverter compressor, then achieves high
efficiency as well as low noise.

Long Piping Technology
The maximum single piping length of 3HP unit is up to 25m,
and the height can reach 15 meters; the 5HP and 6HP units
single piping length can be 50 meters, and the height can be up to 30m.

Auto Restart Function
The AC can automatically memorize the operation setting 
when power is cut off accidently. It can return to previous 
setting when power resumes. 
Recover the former operation state when power is restored ,  
no need restart the unit manually

power failure

power cut

power recovered

Restart state when power recovered

operation state auto restart
to A state

26.00 
28.50 

380~415,50,3
8.40 
7.90 

13.50 
13.00 
3.10 
3.61 
9000

60
≤30

45
50

100
12

50~130
1120×400×1510
1270×560×1710

150
170

R410a
9.52(3/8)

22.22(7/8)
-10~52
-15~24

Vertical Pipe Length      

Actual Pipe Length     

Equivalent Pipe Length                       

Total Pipe Length

m
m
m
m

Piping Limite

Mini VRF - DRV Mini
Full DC Inverter

DRV-H280SX

DRV Mini Series 28  kw
DRV-H280SX








	Pages from VRF-DRV6 T1&T3
	VRF-outdoor-mini series
	3-VRF 10
	3-VRF 11
	3-VRF 12
	3-VRF 13

	3-VRF 64
	3-VRF 65
	3-VRF 67
	DRV-mini-group-.pdf
	ARV mini 8kw
	ARV mini 10kw
	ARV mini 12kw
	ARV mini 14kw
	ARV mini 16kw
	ARV mini 22kw
	ARV mini 28kw




